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Multi-Colour White LED Blue LED

Nominal Supply Voltage 12V AC 12V AC 12V AC

Voltage Tolerance +20%, -20% +20%, -20% +20%, -20%

Power Consumption 16 VA max 8 VA 8 VA

Lamp Life Expected >50,000 hours >50,000 hours >50,000 hours

Light Colour Various while scrolling Cool White
>5000 K Blue 475 nm

Light Output (typical) Various 550 lumens 180 lumens

Fault Protection Power-cycle “Run Dry” thermal cutout. Voltage Transient clamping.
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Aqua-Quip Evo FG 
LED Pool Lights 
for Fibreglass & Vinyl Pools

Profile:

Protrusion from wall 29mm

Lens Diameter: 118mm

•  Suits fibreglass and above-ground  
vinyl pools.

•  Simple to install – fits through  
a 60mm hole.

•  Competitively priced and  
Australian made.

•  Low profile, compact niche light, 
supplied with 20m cable.

• �1.2�metres of cable is factory fitted into the 
niche, allowing the light to be installed below 
ledges for maximum pool illumination.

• Super bright, energy efficient, long life.

•  Available in fixed colours of white, blue or 
green as well as the multi-colour option which 
includes the integrated Colour Selection Palette 
allowing the user to choose from an infinite 
variety of fixed colours and programming 
modes. 

Evo FG Technical Specifications:

Power requirement: 12V AC 50/60 Hz 

Protection Rating: IPX8 Pressure Watertight  
(to 2.0m depth) 

Shell Materials: ABS – I/M Acrylic

Evo FG Environmental Specifications:

Temperature Range: -10°C ~ +40°C water temperature

Installation Location: 10cm ~ 70cm below water surface


